
Notes: 1. Thermal resistance from junction to ambient, and from junction to lead at 0.375" (9.5mm) lead length, P.C.B. mounted
2. Measured on Tektronix type "S" recovery plug-in. Tektronix 545 scope or equivalent
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Ratings at 25oC ambient temperature unless otherwise specified.

 Plastic package has Underwriters Laboratories Flammability
     Classification 94V-0

 Construction utilizes void-free molded plastic technique
 Low reverse leakage
 High forward surge capability
 High temperature soldering guaranteed:

     250oC/10 seconds, 0.375" (9.5mm) lead length,
     5 lbs. (2.3kg) tension

 TJ is 150oC (Max.) and TSTG is 175oC (Max.) with PI glue

 Case: JEDEC DO-204AL (DO-41)/A-405, molded plastic body
 Terminals: Plated axial leads, solderable per MIL-STD-750,

     Method 2026
 Polarity: Color band denotes cathode end
 Mounting Position: Any
 Weight: DO-41 - 0.012 ounce, 0.33 gram

                  A-405 - 0.008 ounce, 0.23 gram

7004N1urht1004N1
sreifitceRcitsalPesopruPlareneG
erepmA0.1tnerruCdrawroFstloV0001ot05egatloVesreveR

retemaraP slobmyS 1004N1 2004N1 3004N1 4004N1 5004N1 6004N1 7004N1 stinU

egatlovesreverkaepevititepermumixaM V MRR 05 001 002 004 006 008 0001 stloV

egatlovSMRmumixaM V SMR 53 07 041 082 024 065 007 stloV

egatlovgnikcolbCDmumixaM V CD 05 001 002 004 006 008 0001 stloV

tnerrucdeifitcerdrawrofegarevamumixaM
Ttahtgneldael)mm5.9("573.0 A 05= oC

I )VA(F 0.1 pmA

tnerrucegrusdrawrofkaeP
nodesopmirepusevaw-enisflahelgnissm3.8

T)dohteMCEDEJ(daoldetar A 05= oC
I MSF 0.03 spmA

elcyclluf,tnerrucesreverdaolllufmumixaM
Ttahtgneldael)mm5.9("573.0egareva L 57= oC

I )VA(R 03 uA

A0.1taegatlovdrawrofsuoenatnatsnimumixaM VF 1.1 stloV

tnerrucesreverCDmumixaM
egatlovgnikcolbCDdetarta

TA 52= oC
TA 001= oC

IR
0.5
05

uA

taemityrevoceresreverlacipyT
I MF I,Am02= MR )2etoN(Am1=

t rr 0.1 uS

zHM1,V0.4taecnaticapacnoitcnujlacipyT CJ 51 pF

)1etoN(ecnatsiserlamrehtlacipyT
Rθ AJ

Rθ LJ

0.05
0.52

o W/C

egnarerutarepmetnoitcnujgnitarepO TJ 521+ot55- oC

egnarerutarepmetegarotS T GTS 051+ot55- oC

Note: Lead diameter is 0.025(0.64)/0.021(0.53) for suffix “S” part numbers



50

SEVRUCCITSIRETCARAHCDNASGNITAR
(TA = 25oC unless otherwise noted)




